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Our History

DLAB Scientific Co., Ltd. (DLAB) specializes in manufacturing laboratory instruments and 
equipment, integrating research, production, and trade. Established nearly two decades ago, the 
company is headquartered in Beijing, spanning �� acres with ��,��� square meters of office and 
production facilities. Its product portfolio covers diverse categories, including pipettes, distillation 
systems, heating and stirring equipment, temperature control, centrifuges, PCR systems, UV 
spectrophotometers, electrochemical instruments, and electrophoresis equipment.
DLAB's products are widely used in fields such as chemistry, biology, clinical diagnostics, forensics, 
environmental protection, and food safety, as well as in government monitoring and quality 
inspections. The company adheres to ISO ����/����� standards, with many products certified by 
TÜV Rheinland and Intertek, including CE and cTUVus/cETLus. Proximity to Beijing Capital Airport 
ensures efficient logistics for both domestic and international customers.
With a strong commitment to quality and safety, DLAB operates large-scale production facilities 
supported by an independent R&D team and a mature supply chain. The company continues to 
deliver cost-effective, high-quality solutions, reflecting its vision to serve customers globally.



Our Achievements

Over the years, DLAB has garnered significant milestones that highlight its excellence and innovation:
����: DLAB’s calibration laboratory received CNAS certification, affirming its technical capabilities 
and commitment to high standards.
����: The company was recognized as a municipal "Specialized and New" enterprise and a 
"Specialized and New Little Giant," and obtained the GB/T�����-���� Intellectual Property 
Management System certification, further demonstrating its innovation and leadership in the 
industry.
����: DLAB earned ISO �����:���� environmental management system certification, showcasing its 
dedication to sustainability and eco-friendly operations. Additionally, it became a GS� China barcode 
system member, enhancing its global market access and supply chain efficiency.
DLAB’s DRAGONLAB pipette has become a benchmark in the market, holding a strong position both 
domestically and internationally. With a growing global footprint, the company operates branches in 
the United States and Turkey, as well as its first overseas factory in Johor Bahru, Malaysia, which 
boosts supply and service efficiency for the Asia-Pacific market.
Today, DLAB products are sold in over ��� countries and regions, reflecting the company’s 
unwavering commitment to quality, innovation, and customer satisfaction.



New Arrivals 

Preview >>

*Some product materials or components may slightly vary during the initial launch phase. Please refer to the final product upon official release.
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HiPette-LTS
Light feel manual adjustable 

color pipette

Comfortable Handling: 
Easy loading and ejection of LTS tips, smooth aspiration and dispensing, 
reducing wrist strain.
Effortless Operation: 
Ideal for high-frequency, large-volume pipetting tasks.
Strong Consistency: 
LTS technology ensures uniformity across multi-channel pipetting.
Efficient and Reliable: 
Equipped with LTS tips and sleeves to ensure uniform aspiration and 
reliable results.
Advanced Design: 
Thin-walled tips with a front stop design for simplicity and dependability.

Advantage

Hipette Tip system 

Larger sealing area: 

Hipette-LTS Tip system
High tip ejection force Low tip ejection force

The thickness of the suction tip wall will produce greater friction.
Conical handle:Conical suction tip designed without a front stop point.

Cylindrical Suction Head: 
Smaller sealing area
Front Bumper Design: 
Prevents excessive force



oming soonc��/

HiPette

•

•

•

•

•

•

•

Small Tips for Electrophoresis Sample Loading:

Shake the sample and Marker before loading.
When loading, press the tip against the short glass plate, slightly tilt the HiPette electrophoresis-specific 
pipette to contact the liquid surface, and then add the sample slowly and evenly into the well comb to 
reduce bubble formation.
Use extended pipette tips and replace the tip for each well to avoid sample and Marker contamination.
Ensure that the sample volume and loading volume are consistent.
Avoid using the outermost wells to prevent bending of bands due to uneven electric fields. Fill the wells 
with loading buffer if needed.
Ensure the pipette tip is securely attached. The HiPette electrophoresis-specific pipette has two settings: 
first, press to the first setting, then immerse the tip into the sample and release the plunger. For sample 
loading, press down slowly, then switch to the second setting to ensure the entire sample is dispensed.
Add buffer first, then add the sample to avoid sample being pushed to the sides.

Manual Single-Channel Adjustable Color

Pipette (Metal Tip)

Pipette for Electrophoresis Experiments: Available in metal tips with ranges of �.�-�.�μL, �.�-��μL, and �-��μL. Compatible with ��μL extended tips, ensuring fast, accurate, and stable loading for electrophoresis.
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HiPette
Fully Autoclavable Manual 8-Channel Adjustable

Colorful Pipette
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Channels Volume Range Increment Test Volume Systematic Error Random Error
μLμLμL μL % μL %
������������������������

±�.�� ±�.���±�.��±�.�±�.�±�.�±�.�±�.�±�.��±�.�±�.�±�.�

±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�

±�.� ±�.� ±�.� ±�.� ±�.� ±�.�� ±�.� ±�.� ±�.� ±� ±�.�� ±�.� 

±�.�±�.�±��.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�

Ergonomic Design: The entire pipette is lightweight with a light press force. Ejecting the tip requires minimal effort, and the press stroke is of moderate length. The comfortable finger rest reduces hand fatigue, while the handle is easy and comfortable to grip.

Color Coding: Different colored caps correspond to different volume ranges.

High-Temperature and High-Pressure Sterilization: The entire pipette can be autoclaved and can also be disinfected with UV light. It is easy to disassemble and maintain.

Elastic Nozzle Function: No need for repeated tapping; a light touch can securely attach the pipette tips, providing good tightness and consistency for multi-channel pipetting and reducing the force required for ejection.

Volume Lock Design: Prevents accidental changes in volume.

�-Digit Display: High accuracy and clear volume readings.

Can freely rotate ���° in any direction.

Strong repeatability and consistency across � channels.
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Mi-Pette
The brand-new generation of lightweight, fully 

sterilizable, manually adjustable, colored pipette

•

•

•

•

•

•

Features
Ergonomic Design: Comfortable grip for easy liquid handling, reducing repetitive strain injuries 
(RSI) in the hands.
Advanced LTS Tip Design: The tips are easily detachable, helping to minimize hand and wrist 
strain caused by repeated pipetting.
Color-Coded Identification: The colored cap design provides a wide range of models, making it 
easy to distinguish between different volumes.
RFID Wireless Functionality: Data chip reading function (customizable).
Density Adjustment Function: Allows for more accurate pipetting when handling complex liquid 
samples through density adjustment.
Autoclavable: Made from advanced materials, the pipette can be sterilized through 
high-temperature and high-pressure autoclaving, or UV sterilization, and is easy to disassemble 
for simple maintenance.
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Electronic Titration

dTrite-Pro

Electronic titration is a new product in the field of titration, which is easier, more comfortable, faster and more accurate than traditional buret. Applied to all experiments of acid-base neutralisation titration, redox titration, precipitation titration, complexation titration, the product is widely used in the food industry, pharmaceutical and chemical industry, food and drug safety testing, petrochemicals, environmental testing, metals and plating, surfactants, and third-party testing laboratories, etc. The data can be traced.

Features
•

•

•

•

•

•

•

•

•

•

The whole process of titration is electronically driven 
controlled, it is more accurate, stable, efficient and free 
from human influence than ordinary digital titrators, 
which greatly improves the detection ability, is more 
standardised laboratory operation and data traceability.
The titration combines accuracy, time saving and 
user-friendliness in ��mL and ��mL sizes, enabling 
operation from ��μl to ��.��mL with up to two 
decimal places resolution.
The user-friendly intelligent control panel is clear and 
easy to operate.
The touch screen display makes it easy to perform titration experiments, 
or remote titration can be performed using the dedicated operating handle.
Clear and brown windows are standard, the brown window can be used for photosensitive media (e.g. 
iodine, potassium permanganate and silver nitrate solutions).
Drying tubes are supplied as standard, for moisture and CO� sensitive media it is necessary to use 
drying tubes with a suitable absorbent (not included in the scope of delivery).
�-�� degree rotation of the built-in valve, with rapid exhaust and return reagent, safety and security 
features.
Free software is available for upstream control.
It can realise three liquid discharge modes: single drop, fixed volume liquid discharge and manual 
liquid discharge. 
It can realise two suction modes: manual suction and fixed volume suction.



oming soonc��/

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

Specification

Volume Range

�� levels,�.�mL/s-�mL/s �� levels,�.�mL/s-�mL/s �� levels,�mL/s-��mL/s
Stirring speed

Operating Temperature Range
Quality Standard

Bluetooth Function
WiFi Function
Control Type

Battery capacity. ����mAh
Memory

��mL ��mL ��mL
Ranging from �.��mL to ��mL, with a maximum single pipetting volume of ��mL and a minimum of ��μL.

Ranging from �.��mL to ��mL, with a maximum single pipetting volume of ��mL and a minimum of ��μL.

Ranging from �.��mL to ��mL, with a maximum single pipetting volume of ��mL and a minimum of ��μL.

� Levels
��-��℃
ISO����

Yes
Yes

Remote support, including stirrers and titration programmes
����mAh

���� experimental records

��mL

��mL

��mL

Subvolume systematic error R variation coefficient CV 

��
�
�

��
��.�
�.�
��
��
�

�.�
�.�
�.�
�.�
�.�
�.�
�.�
�.�
�.�

��
��
��
��
��
��

���
���
���

�.��
�.��
�.�

�.��
�.��
�.�

�.��
�.��
�.�

�
�
�

��.�
��.�
��.�
��
��
��

Working Accuracy

Volume
μL% μL%mL mL

Suction And Discharge Speed Range
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Fast heating: The room temperature rises to ��� ℃ for 
less than �� minutes
Small size: compact internal structure, smaller footprint
Accurate temperature control: Temperature control 
accuracy<� ℃
Dual display option: set temperature main display, time 
main display
Multiple module options: � heating modules can be 
selected, with tightly arranged holes to accommodate 
more samples
Compatible containers: �.�mL, �.�mL, �.�mL, �mL, �mL

Features
•

•

•

•

•

•

HB100-Pro
Circular heating block

Temperature display
Temperature control range [℃]

Temperature display error
Temperature stability @ �� ℃

Timing range
Allow relative humidity

Input power supply
Dimensions [length x width x height]

Weight [kg]

LED dot matrix screen
Room temperature -��� ℃

±�.�℃
±�.�

�-��h��min
＜��%

���-���V，��/��Hz  ���-���V，��/��Hz
���×���×���mm

�.�kg

Specifications HB���-Pro

-

Circular heating module（��X�mL）
Cat. No.��������

Circular heating module（��X�.�mL）
Cat. No.��������

Circular heating module（��X�.�mL+��x�.�mL）
Cat. No.��������

Circular heating module（��X�.�mL）
Cat. No.��������

Circular heating module（��X�.�mL）
Cat. No.��������

Circular heating module（��X�mL）
Cat. No.��������



Functions
Temperature Control Setting

Temperature Control Accuracy
Temperature Uniformity

Status Indicator
Cooling Speed
Running State

Noise Level
Protection Class

Voltage
Frequency

Power
Dimensions [L×W×H]

Weight
Permissible Ambient Temperature and Humidity

Cooling
�℃

±�.�℃
±�.�℃

LED Dual Colour (Red&Green)
≤��min (depending on the module)

Continuous
≤��dB

IP��
���V/���V

��/��HZ
��W

���×���×���
�.�kg

�-��℃,��%RH

Specifications CT�-Pro

-

CT4-Pro

Fast cooling rate and high stability;
High-efficiency Peltier precision temperature control with 
good homogeneity;
Multi-colour LEDs to indicate different operating status; 
Built-in temperature deviation calibration function, 
module alert function;
Compact product design, small footprint;
Multiple module choices, easy replacement of magnetic adsorption, suitable for a wide range of test tubes, and 
support for continuous operation;
It takes only about �� minutes to reduce the temperature from room temperature to �℃;

�℃ Thermostatic Ice Box is a 
microcomputer-controlled 
thermostat with high temperature 
control accuracy and good 
homogeneity, widely used for sample 
preservation, pre-denaturation of 
DNA amplification products and 
electrophoresis, serum coagulation, 
etc. The industry covers 
pharmaceutical, chemical, food 
safety and environmental testing.

Features

Applications

•

•

•

•

•

•

•

4℃ Thermostatic Ice Box
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��-inch large screen new UI interface, divided into single-channel / dual-channel / three-channel, to meet different 
experimental requirements
With advanced gradient temperature control technology, high-performance and long-lasting Peltier refrigeration and 
heating, which can achieve precise temperature control in zones.
Multi-channel module design, can run several different PCR gradient programs at the same time, to achieve 
multi-purpose machine 
Self-adaptive pressure lever hot cap, close and tighten the cap in one step, can be adapted to different heights of test 
tubes
Supports up to ��� cycles to perform the next operation, and runs a countdown disc to visually display the remaining 
time
Edge temperature compensation technology for good temperature uniformity and gradient settings for easy 
optimisation of experimental conditions
Real-time display of the running status of the programme, you can set the security account and password according to 
customer demand
Automatic power failure protection, automatically execute unfinished cycles after power restoration to ensure the safe 
operation of the whole amplification process.
Hot lid temperature and hot lid operating mode can be set to meet different experimental application requirements
USB interface, support for U-disk storage/reading PCR data, support for U-disk software update, can be customised to 
meet the function of multiple file storage, support for Touch down PCR and Long PCR experiments
Compatible with common �.�mL PCR tubes, PCR-�Strips and ��-well PCR plates (no skirt, full skirt, half skirt)

oming soonC��/

Features

Application

•

•

•

•

•

•

•

•

•

•

•

Thermal Cycler Gradient

TC2000-G1/G2/G3

TC����-G�/G�/G� is an indispensable laboratory instrument in the field of molecular biology, which can be used for gene 
sequencing, gene cloning, gene expression, mutation, and plays an important role in various fields such as agriculture, 
food testing, environmental science, drug development and so on.
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Medical Research
IFor pathogen detection, e.g. gene 
identification of viruses, bacteria and 
fungi, mutation analysis of 
disease-associated genes, gene 
expression analysis in cancer 
research, etc.

Biological Research
Genotyping, gene cloning, species 
identification, evolutionary 
analyses, and other studies

Forensic Science
DNA analysis of crime scene 
samples to help identify suspects 
and provide a basis for public 
security case detection

Agricultural sector
For genetic research on crops and 
livestock, e.g. breed improvement, 
genetic disease detection, etc.

Food testing
Detection of pathogenic bacteria, 
genetically modified ingredients 
in food, etc.

Environmental Science
Analysing microbial communities 
in the environment and detecting 
genetic effects of pollutants on 
organisms

Drug Development
Screening of drug targets, 
assessment of drug effects on 
gene expression

Genetic studies
Conducting diagnosis and 
research on human genetic 
diseases

Palaeontology
Analyses species identification 
and classification, development 
and evolution, extinction event 
studies and the origin of species 
in ancient organisms
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���-���V,��/��HZ���W ���-���V,��/��HZ����W

Up to �� steps and ��� cycles in a single program Up to �� steps and ��� cycles in a single program Up to �� steps and ��� cycles in a single program

Specifications TC����-G� TC����-G� TC����-G�

Module
Heating Temp.Range/℃

Lid Temperature Range /℃
Temperature Display/℃

Temp Control Accuracy/℃
Temp Uniformity@��℃

Max.Heating/Cooling Rate
Gradient Temp Setting Range/℃

Temperature Control Method
Adapter Block Material

Display
Input

Power off protect
Skip to the next step

Communication Interface
Number of Program Stores

Dimensions [L×W×H]
Weight

�×��
�-���

��-���
�.�

±�.�
±�.�

�℃/Sec
��-���

Block/Tube
Aluminum

��.�inch LCD ����×���
Touch panel

Yes
Yes

USB�.�、WIFI
�����+（USB FLASH）

���×���×���mm
��Kg

�×��
�-���

��-���
�.�

±�.�
±�.�

�℃/Sec
��-���

Block/Tube
Aluminum

��.�inch LCD ����×���
Touch panel

Yes
Yes

USB�.�、WIFI
�����+（USB FLASH）

���×���×���mm
��Kg

���-���V,��/��HZ����W

�×��
�-���

��-���
�.�

±�.�
±�.�

�℃/Sec
��-���

Block/Tube
Aluminum

��.�inch LCD ����×���
Touch panel

Yes
Yes

USB�.�、WIFI
�����+（USB FLASH）

���×���×���mm
��Kg

Sample Capacity

Gradient Range

User Defined File System

Power Supply

��×�.�mL PCR tube ��×PCR-�strips ��×�.�mL PCR tube ��×PCR-�strips
��×�.�mL PCR tube ��×PCR-�strips �� PCR Microplate

�-��℃, enter � to turn off the gradient �-��℃, enter � to turn off the gradient �-��℃, enter � to turn off the gradient

�-��℃,��%RH �-��℃,��%RH �-��℃,��%RHPermissible Ambient Temperature and Humidity



DMS7-550M/DMS4-550/

DHP4-550/DMS4
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Features

Heated Magnetic Stirrer, Heating Plate, Magnetic Stirrer

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

Ceramic discs are extremely corrosion-resistant, resistant to strong acids and alkalis, and high temperatures, making it easy to clean accidental drips of solvents, oils, or other contaminants.The corrosion-resistant all-metal housing provides good heat dissipation and reliable fire protection.High-efficiency infusion platform and waterproof edge design prevents liquid from entering the interior of the machine and corroding electronic components.Selected high-temperature resistant strong magnetic magnet, strong stirring, suitable for viscous liquid stirring.Heating modes are divided into: A rapid heating mode, B standard heating mode, C stable heating mode, to meet different customer needs.Safety locks to prevent accidental changes in operating conditions.Buzzer: When the machine malfunctions, or the timer function counts down to the end of the buzzer will emit a "drip drip drip" sound.Residual heat warning function, when the disc temperature is higher than �� ℃, turn off the heating, the screen will have a "HOT" flashing prompt, even if the power off, the display is still "HOT" flashing to remind the high temperature.Two independent safety circuits are designed to continuously monitor the equipment. When overheating occurs, the sensor fails, the machine reports an error and stops heating, and when the line is short-circuited, the machine automatically cuts off the power supply to protect the operator's safety.DC brushless motor, no spark, long life; low noise, maintenance-free, smooth running.The LCD displays the set and real-time values of speed, time and temperature in an intuitive and clear manner.Timing function, timing range �min-��h��min, countdown to the end of the stop heating, will not stop stirring, so as not to heat damage to the sample.Remote control function with PC connection.Safety temperature can be set.
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DMS�-���M DMS�-��� DHP�-��� DMS�

Speed range

Temperature  control accuracy

Voltage,Frequency

�-��℃, ��%RH �-��℃, ��%RH �-��℃, ��%RH �-��℃, ��%RH

Heating temperature range

-

-

-±�℃(<���℃)
±�%(>���℃)

±�℃(<���℃)
±�%(>���℃)

±�℃(<���℃)
±�%(>���℃)

���-���/���-���V，��/��Hz ���-���/���-���V，��/��Hz ���-���/���-���V，��/��Hz ���-���/���-���V，��/��Hz

Specifications
Work plate Dimension [W x D]

Work plate material
Motor type

Stirring positions
Max. stirring quantity, [H�O]
Max. magnetic bar[length]

Speed display
Temperature display

Overheating protection
Temperature display accuracy

"Hot" warning
Data connector
Protection class
Timer function 

Motor rating output
Power

Heating output

Dimension [WxDxH]
Weight

���x���mm（� inch）
Glass ceramic

Brushless DC motor
�

��L
��mm

LCD
LCD

���℃
�.�℃
��℃

RS���
IP��

�min-��h��min
��W

����W
����W

���x���x���mm
�.�kg

���x���mm（� inch）
Glass ceramic

Brushless DC motor
�

��L
��mm

LCD
LCD

���℃
�.�℃
��℃

RS���
IP��

�min-��h��min
��W

���W
���W

���x���x���mm
�.�kg

���x���mm（� inch）
Glass ceramic

-
-
-
-

-
LCD

���℃
�.�℃
��℃

RS���
IP��

�min-��h��min
-

���W
���W

���x���x���mm
�.�kg

���x���mm(� inch）
Glass ceramic

Brushless DC motor
�

��L
��mm

LCD
LCD

-
-
-

RS���
IP��

�min-��h��min
��W
��W

-

���x���x���mm
�.�kg

Room Temp.-���℃，increment�℃ Room Temp.-���℃，increment�℃ Room Temp.-���℃，increment�℃

��~����rpm，increment �rpm ��~����rpm，increment �rpm ��~����rpm，increment �rpm

Permissible ambient temperature and humidity
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Features
•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

DMS5-340/

DMS5-340M
Heated Magnetic Stirrer

Ceramic coated aluminium disc surface for corrosion resistance and easy cleaning.
The corrosion-resistant all-metal housing provides good heat dissipation and reliable fire protection.
Selected high-temperature resistant strong magnetic magnet, strong stirring, suitable for viscous liquid stirring.
DMS�-��� powerful parallel magnetic field, any position of the disc, the magnetic field strength is uniform, 
suitable for parallel reaction; DMS�-���M strong magnetic field, suitable for viscous samples.
High protection classIP��.
Heating modes are divided into: A rapid heating mode, B standard heating mode, C stable heating mode, to meet 
different customer needs.
Safety lock to prevent accidental change of operation.
Buzzer: When the machine malfunctions, or the timer function counts down to the end of the buzzer will emit a 
"drip drip drip" sound.
Heat warning function: when the disc temperature is higher than �� ℃, turn off the heating, the screen will have 
"HOT" flashing tips, even if you turn off the power, the display is still "HOT" flashing to remind the high 
temperature.
Two independent safety circuits are designed to continuously monitor the equipment. When overheating occurs, 
the sensor fails, the machine reports an error and stops heating, and when the line is short-circuited, the machine 
automatically cuts off the power supply to protect the operator's safety.
DC brushless motor, no spark, long life; low noise, maintenance-free, smooth running.
LCD displays RPM, time and temperature parameters in an intuitive and clear manner.
Timing function, timing range �min-��h��min, countdown to the end of the stop heating, will not stop stirring, so 
as not to heat damage to the sample.
Remote control function with PC connection.
A wide range of accessories and complete, suitable for colleges and universities, scientific research, enterprises 
and other professional chemical synthesis laboratory.
Safety temperature can be set.
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�-��℃, ��%RH �-��℃, ��%RHPermissible ambient temperature and humidity

DMS�-��� DMS�-���MSpecifications
Work plate Dimension [W x D]

Work plate material
Motor type

Stirring positions
Max. stirring quantity, [H�O]
Max. magnetic bar[length]

Speed range
Speed display

Temperature display
Heating temperature range

Temperature control accuracy
Overheating protection

  Temperature display accuracy
External temperature sensor

"Hot" warning
Data connector
Protection class
Timer function 

Motor rating output
Power

Heating output
Voltage,Frequency

Dimension [WxDxH]
Weight

Ø���mm（�寸）
Aluminum with ceramic coating

Brushless DC motor
�

��L
��mm

��-����rpm，resolution �rpm
LCD
LCD

Room Temp.-���℃，increment �℃
±�℃(<���℃)±�%(>���℃)

���℃
±�.�℃

PT����(accuracy±�.�℃ )
��℃

RS���
IP��

�min-��h��min
��W

���W
���W

���-���/���-���V，��/��Hz
���x���x��mm

�.�kg

Ø���mm（�寸）
Aluminum with ceramic coating

Brushless DC motor
�

��L
��mm

��-����rpm，resolution �rpm
LCD
LCD

Room Temp.-���℃，increment �℃
±�℃(<���℃)±�%(>���℃)

���℃
±�.�℃

PT����(accuracy±�.�℃ )
��℃

RS���
IP��

�min-��h��min
��W

���W
���W

���-���/���-���V，��/��Hz
���x���x��mm

�.�kg
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Advantages

Constant temperature bath

Efficient Heat Transfer Performance: Equipped with high-quality heating elements, temperature sensors, and 
intelligent PID temperature control technology, ensuring uniform and rapid heating.
�L silicone oil, set at ���°C, ���rpm, with a heating rate of �.�°C/min, as shown in the temperature curve below.

TB-H240-V1
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Transparent Glass Bath: Good transparency for easy 
observation of the changes in the state of the reactants.

Precise Temperature Control: Optional magnetic 
stirrer for improved temperature uniformity within 
the bath, ensuring accurate temperature control.

Remote Operation: The operating unit (controller) is 
separated from the main unit, allowing safe operation up 
to a maximum distance of �m (cable length). For example, 
the equipment can be used in narrow spaces (e.g., fume 
hoods or ventilation areas), while the controller remains 
unaffected by smoke and other contaminants.

Safety Guard Design: The bath comes with a 
protective guard mounted on a stand, preventing 
direct contact between the heating vessel and the 
instrument's heating tube, thus preventing potential 
hazards. It also helps to place beakers or other 
containers, making them less likely to tip over.
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-

Glass bath tub size
Temperature display

Heating temperature range
The temperature control accuracy of heated liquids.

Overheat protection.
Temperature display accuracy
External temperature sensor

Protection Class
power

Heating power
Voltage,Frequency

Dimension [WxDxH ]
Weight

Permissible ambient
temperature and humidity

Ø���×���mm
LED

��-���℃
±�.�℃
���℃
�.�℃

PT����
IP��

���W
���W

���-���/���-���V,��/��Hz;
���-���V,��/��Hz

���×���×���mm
�.�kg

�-��℃，��%RH

specifications TB-H���-V�

Safety Protection Functions:
�.Over-temperature Protection: If overheating occurs or the sensor malfunctions, the machine will 
display an error and stop heating.
�.Overcurrent Protection: In the case of a short circuit, the machine will automatically cut off the power 
supply to ensure operator safety.
�.Equipped with a safe grounding fault protection design.
Temperature Calibration Function: Features automatic temperature calibration and a factory reset 
function.
Ease of Operation: Simple design with an intuitive interface, making it easy for users to set and adjust 
the temperature.

Pharmaceuticals, pesticides, fragrances, dyes, pigments, additives, fibers, petrochemicals, pharmacy, 
physics, chemistry, industrial chemistry, polymers, functional molecules, applied chemistry, and other 
fields.

Application



oming soonc��/

Features

LCD Digital Heating Magnetic

Stirring Bath

High borosilicate glass liner, resistant to sudden changes from hot to cold without breaking, transparent glass 
window for monitoring reaction product changes; stainless steel base, rust-resistant, easy to clean; 
high-temperature resistant protective outer shell to prevent direct contact with hot glass and burns.
Dual-use stirring bath for water and oil, with secondary stirring in the bath pot. The stirring of the bath liquid 
simultaneously stirs the liquid sample in the flask, ensuring uniform heating of both bath liquid and sample.
Safety lock to prevent accidental changes inoperational status.
Buzzer: A “beep beep beep” alert sounds when the countdown timer function ends. Button tone.
Features a timer function with a range of � min to ��h��min. It stops heating when the countdown ends but 
continues stirring to prevent heat damage to the sample.
Touch buttons with audible prompts.
Working status indicator light: Green during operation, flashing green before reaching set temperature; alarm 
red.
Reversible function.
Protection features: dry burning protection, overcurrent protection, ground fault protection, and 
overtemperature protection.
Residual heat warning function. When the plate temperature is above ��℃ , heating is turned off, and the 
screen flashes “HOT” as a reminder of the high temperature even after the power is off.
Two independent safety circuits continuously monitor the device. In case of overheating, sensor failure, or 
circuit short, the machine will error report and stop heating or automatically cut off power to ensure operator 
safety.
DC brushless motor, spark-free, long life; low noise,maintenance-free, stable operation.
LCD displays speed, time, and temperature parameters clearly and intuitively.

MS-H220-V3/
MS-H220-V5

•

•

•

•

•

•

•

•

•

•

•

•

•
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Specifications

Motor type
Stirring positions

Max. stirring quantity [H�O]
Max. magnetic bar [length]

Speed range
Speed display

Temperature display
Heating temperature range

Heating liquid temperature control accuracy 
Overheating temperature protection 

Temperature display accuracy
External temperature sensor

“Hot” warning
Buzzer

Positive and negative rotation
Protection class

Motor rating output
Heating output

Power
Voltage,Frequency

Bath size
Maximum flask volume can be placed 

Dimension [WxDxH]
Weight

Timer function
Permissible ambient temperature and humidity

Brushless DC motor
�

�L
��mm

���~����rpm，±��rpm
LCD
LCD

Room Temp.-���℃
±�℃
���℃
�.�℃

PT����
��℃
Yes
Yes

IP��
��W

���W
���W

���-���V/���-���V, ��/��Hz
Ø���×���mm

�L
���×���×���mm

�.�kg
�min-��h��min
�-��℃, ��%RH

Brushless DC motor
�

�L
��mm

���~����rpm，±��rpm
LCD
LCD

Room Temp.-���℃
±�℃
���℃
�.�℃

PT����
��℃
Yes
Yes

IP��
��W

����W
����W

���-���V/���-���V, ��/��Hz
Ø���×���mm

�L
���×���×���mm

�.�kg
�min-��h��min
�-��℃, ��%RH

MS-H���-V� MS-H���-V�
High borosilicate glass +stainless steel base High borosilicate glass +stainless steel base Heating pan material 
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Features

LED Digital Display Heating Magnetic Stirrer

LED precisely displays temperature and speed.
Minimum speed starts at �� rpm, with smooth operation.
Residual heat warning: When the disc surface temperature exceeds ��°C, heating is turned off, and 
the screen will flash "HOT" as a reminder. Even if the power is turned off, the display will continue to 
flash "HOT" to indicate high temperature.
Strong magnetic force.

•

•

•

•

DMS5-280/DMS5-120

Ceramic-coated aluminum disc surface, fast heat transfer, corrosion-resistant, and wear-resistant.

LED displays the rotation speed, speed range: �-���� rpm.

LED displays the temperature, temperature range: room temperature to ���°C.

Dual temperature sensor bracket design,adjusting PT���� at various angles to prevent interference.

Touch panel with button sound prompts, and indicator lights for temperature and speed operation.
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Features
•

•

•

•

•

•

•

•

•

•

OS-T40-Plus/

OS-T60-Plus
Overhead stirrer

Timing function: Timing range �min-��h��min.
Thermometer function: There is an external temperature sensor inlet that plugs into the instrument and displays 
the sample temperature.
Safety lock to prevent accidental change of operation.
Paddle "through-the-top" design for easy container replacement.
LCD display of speed, torque, timing, temperature, etc.
Constant speed, automatically adjusts the torque according to changes in sample viscosity and maintains the set 
speed.
The speed can be switched forward and reverse.
Buzzer: When the machine malfunctions, or the timer function counts down to the end of the buzzer will emit a 
"drip drip drip" sound.
Without external transformer, the machine is safer to use.
Calibration can be achieved for torque and temperature of the sample.
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�-��℃, ��%RH �-��℃, ��%RHPermissible ambient temperature and humidity

Applications
•

•

•

•

•

•

OS-T��-Plus OS-T��-PlusSpecifications
Max.stirring quantity[H�O]

Speed range
Time settings range

Max. torque
Viscosity max. 

Motor type
Speed display
Torque display

Forward and reverse rotation
Temperature display accuracy
External temperature sensor
Overload protection display
Chuck clamp range diameter

Data interface
Voltage,Frequency

Motor input/output power
Power

Dimension[WxHxD]
Weight

��L
��~����rpm

�min-��h��min
��N·cm

�����mPa·s
Brushless DC motor

LCD
LCD

Forward, reverse, intermittent mixing
�.�℃

�-���℃
LCD

�.�~��mm
RS���、Type-C、USB

���~���V, ��/�� Hz
��W/��W

��W
��x���x���mm

�.�Kg

��L
��~����rpm

�min-��h��min
��N·cm

�����mPa·s
Brushless DC motor

LCD
LCD

Forward, reverse, intermittent mixing
�.�℃

�-���℃
LCD

�.�~��mm
RS���、Type-C、USB

���~���V, ��/�� Hz
���W/���W

���W
��x���x���mm

�.�Kg

Field of chemical synthesis, field of material science.
Food analysis field: homogenisation for sample pre-treatment.
Biopharmaceuticals: pills, tablets, raw material mixing, colloidal gold preparation, etc.
Food processing: butter, ketchup, eggs, jaggery, etc.
Cosmetics: creams, ointments, shampoos, conditioners, etc.
Building materials: earth, mortar, clay, stone dust, etc.



Features
•

•

•

•

•

•

•

•

•

•

•

•

•

Easy Operation: LED display, simple menu, one-touch start.
Compact Design:  Small size, suitable for desktops and fume hoods.
Precise Temperature Control: Built-in sensor and PID technology ensure high temperature stability.
Convenient Handling: Top liquid filling, rear draining, clear liquid level, with overflow protection.
Rapid Response: Quickly adjusts to load and temperature changes, with strong adaptability.
Eco-Friendly Refrigerant:  Non-toxic, non-polluting, with excellent cooling performance.
Energy Efficiency: Proportional cooling adjustment for low-energy operation.
Stable Circulation System:  Powerful pump ensures uniform cooling.
Extended Lifespan: Low-speed operation reduces wear.
Low Noise: Suitable for quiet environments.
Easy Cleaning: Removable panel for easy filter cleaning and convenient drainage.
High-Quality Insulation: Reduces heat exchange, ensuring temperature stability.
Rapid Heat Dissipation: Prevents overheating, maintaining stable equipment operation.

Low-Temperature Cooling Circulator Series

DCP-5

The low-temperature cooling circulator (or thermostat) is an efficient temperature control device that regulates 
temperature through pumping low-temperature cooling fluid. It is suitable for laboratories, pharmaceuticals, 
chemicals, and semiconductor industries where stable low-temperature environments are required.

oming soonC��/

DCP-� DUC-�� DCP-��  DCP-��



Application Fields
•

•

•

•

•

Laboratory Cooling: Provides stable low-temperature environments for condensers, rotary 
evaporators, spectrometers, and other equipment.
Chemical Reaction Cooling: Controls reaction temperatures, preventing overheating and 
ensuring product quality.
Pharmaceutical and Biotech Applications: Precise low-temperature control for freeze drying, 
enzyme reactions, blood preservation, and more.
Semiconductor Manufacturing: Supplies low-temperature environments for semiconductor 
equipment, ensuring process stability.
Food and Beverage Processing: Maintains constant low temperatures during food processing 
and storage, extending product freshness.

Specifications DCP-�
LED

-��~��℃
±�.�℃

�.�℃
PID

PT ���
�.� L

��� W
Air-cooled, eco-friendly refrigerant

R���a
�.� bar

�� L/min
Ø�mm

���V/���V，��Hz/��Hz
��� W
�.� A

�~�� ℃
��%RH

���×���×��� mm

Display
Temperature Range

Temperature Stability
Display Accuracy

Temperature Control
Temperature Sensor

Filling Volume
Cooling Capacity @ ��°C

Cooling Method
Refrigerant

Maximum Delivery Pressure
Maximum Pump Flow Rate

Input/Output Connection Thread (External)
Power Supply

Power
Current

Ambient Temperature Allowed
Relative Humidity Allowed

Dimensions (WxDxH)
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DM0436E
Low Speed Centrifuge

Speed Range: ���-����rpm, increment ���rpm; 
Rotor Capacity: ��×��mL+��×��mL tubes;
Supports both timed and continuous operation modes.; 
Adjustable descending speed: �-speed descending, 
reasonable braking curve to ensure that the samples are 
not confused and the separation effect is better; 
LCD display, real-time display of operating parameters; 
Large safety margin, low noise ≤ ��dB (A): high-strength 
sheet metal rotor and excellent dynamic balancing technology to ensure stable operation of the machine 
subwoofer Reinforced hinge,provides maximum safety and durability;
Safety features: running process display, audible alert function, status diagnostic system.

DM����E centrifuges is ideal for chemistry,cytology,research laboratories,industrial laboratories and other.This is 
suitable for tubes with caps,blood collection or urine tubes. 

DM����E
Max.Speed

Max.RCF
Speed Accuracy
Rotor capacity

Time setting range
Display

Noise Level
Motor type

Acceleration/Deceleration
Enclosure protection class

Voltage
Frequency

Power
Dimensions [L×W×H]

Weight

���-����rpm，increment ���rpm
���� xg

±��rpm
��×��mL+��×��mL

��s-��min��s/Continuous
LCD

≤��dB
Brushless DC Motor

�↑/�↓
IP��

Single-phase,���-���V
��/��Hz

���W
���.�×���×���.�mm

��kg

•

•

•

•

•

•

•

�-��℃,��%RH
Running process display, Status diagnostic system,Sound alert function

Permissible ambient temperature and humidity
Safety performance
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Features

Applications

Specifications



DM0306
Low Speed centrifuge

Beautiful appearance and small space occupation;
Speed: ���� rpm (����xg);
Rotor capacity: supports � × �-��mL blood collection tubes;
Electronic timer with a time setting range of �.�-�� minutes, 
capable of continuous operation;
LED screen, capable of displaying remaining running time;
�st gear up speed, �rd gear down speed, supports gentle 
braking function, meets different experimental needs;
Automatic lock cover, when the centrifuge is running, the 
upper cover cannot be opened, and the mechanical door lock 
is firmly secured to prevent debris from escaping;
Transparent cover, convenient for sample observation and 
optical calibration, providing maximum safety and durability;

DM���� is widely used in clinical practice and is an ideal choice for serum and plasma sample separation in 
biochemical and medical laboratories. It is the main instrument for sample pretreatment in clinical laboratories, 
blood banks, medical schools, and medical research institutions.

•

•

•

•

•

•

•

•
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Features

Applications

Specifications DM0306

����rpm
����×g

�×�mL-��mL Blood collection tube
＜��S
＜��S
LED

�.�-��min/Hold
�↑/�↓

AC fixed frequency brushless motor
IP��

≤��dB
���V，���V
��Hz，��Hz

��W
�A Replaceable

���×���×���mm
�.�kg

�-��℃，��% RH
Explosion proof test, door lock protection,manual door lock can be unlocked

Maximum speed
Maximum relative centrifugal force

Rotor capacity
Maximum acceleration time
Maximum deceleration time

Timer display
Time setting range

Speed up/down gear
Motor type

Shell protection level
Noise level

Voltage
frequency

power
Protection circuit breaker

Size [length x width x height]
Weight [kg]

Allow ambient temperature and humidity
Security performance

Maximum capacity：�×��mLMaximum speed：����rpmMaximum centrifugal force：����×gTexture of material：High strength plastic

SE6-10P Cat. No.19400145



Newly upgraded touch UI interface with user-friendly 
operation
Maximum speed: ��,��� rpm;Maximum capacity: 
�×��� mL  
Maximum relative centrifugal force: ��,��� ×g  
Speed accuracy: ±�� rpm; 
Time setting: Timed/Continuous  operation  
Temperature range: -��°C to ��°C (only for DG����R)  
Motor-lock adsorption design, allowing the centrifuge 
chamber door to be closed with one hand  
Program storage: Customizable programs based on 
experimental needs  
Rapid cooling: Chamber temperature drops from 
room temperature to �°C in less than a few minutes  
�-speed acceleration and deceleration options, with 
smooth braking for better separation results  
High-strength aluminum alloy rotor, capable of 
withstanding ���°C high-temperature and 
high-pressure sterilization; 
Dynamic balance detection with imbalance alerts for 
rotors  

•

•

•

•

•

•

•

•

•

•

•

•

DG1616

DG1616R
High Speed Refrigerated Centrifuge

High Speed Centrifuge

Applicable Instruments：DG����/DG����RRotor capacity: � × ���mLMaximum speed: ����rpmMaximum centrifugal force: ���� × gRotor material: aluminum alloy hanging cup+stainless steel hanging bracketRotor type: Airtight rotor

SR400 Cat.No.19400155
Applicable Instruments：DG����/DG����RRotor capacity: � × ���mLMaximum speed: ����rpmMaximum centrifugal force: ���� × gRotor material: aluminum alloy hanging cup+stainless steel hanging bracketRotor type: Airtight rotor

SR200 Cat.No.19400154

Features
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Specifications
�����rpm
�����xg

�×���mL
Timing/HOLD

-
�↑/�↓

���
Brushless DC Motor

≤��dB
���-���V，��/��HZ  ���W

���×���×���mm
��Kg

�����rpm
�����xg

�×���mL
Timing/HOLD

-��℃-��℃
�↑/�↓

���
Brushless DC Motor

≤��dB
���-���V，��/��HZ  ����W

���×���×���mm
��Kg

DG���� DG����R

•

•

•

•

•

•

•

•

•

Life Sciences and Biological Research: Biochemical 
studies, immunology, and clinical medicine-related 
applications.
Pharmaceutical Industry: Suitable for drug development, 
including CRO services.
Environmental Protection: Environmental analysis, such 
as water quality testing and pollutant analysis.
Chemical Industry: Separation and extraction of organic 
and inorganic chemical samples.
Food Industry: Separation of fats, proteins, and other 
biochemical substances.
Soil Analysis: Extraction and analysis of soil organic matter 
and nutrients.
Petroleum and Mining Industry: Pretreatment of 
petroleum and mineral samples, including sediment 
separation.
Textile Industry: Analysis and processing of textile fibers 
and blended materials.
Microbiology: Microbial culture and preservation research.

Application

Maximum speed
Maximum relative centrifugal force

Maximum capacity
time setting

Temperature Setting
Speed up and down gears

Program storage
Motor Type
Noise Level

Power Supply
Size (L × W × D)

Weight
Allow ambient temperature and humidity �~��℃,��%RH �~��℃,��%RH
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MX-S+
Digital Vortex Mixer

LCD screen displays real-time speed and time for 
easy adjustment and monitoring.
Adjustable speed ranges from gentle to vigorous 
mixing to suit various needs.
Stable with pressure-mounted accessories to 
prevent slippage and splashing.
Brushless DC motor for high stability and 
maintenance-free operation.
Sturdy base ensures stability during operation for 
safety.
Includes various accessories for different sizes and 
types of tubes and plates.
Low noise for a quiet working environment.

•

•

•

•

•

•

•

Speed
Display

Amplitude
Operating Modes

Time Range
Motor Type

Dimensions (L×W×H)
Weight

Power Supply
Input Voltage

Power Consumption

���-���� rpm
LCD

� mm
Touch, Continuous

� s - �� min �� s
Brushless DC Motor

���x���x���mm
�.�kg

���-��� V, ��/�� Hz
�� V
�� W

MX-S+
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Features

Specifications

Ambient Temperature & Humidity �-��°C, ��% RH
IP��Enclosure Protection



MX-Pro
Infrared Digital Vortex Mixer
The Infrared Digital Vortex Mixer provides an efficient and precise mixing solution for your laboratory!

LCD screen displays real-time speed and time 
for easy adjustment and monitoring.
Adjustable speed ranges from gentle to 
vigorous mixing to suit various needs.
Dual-sided IR sensing for automatic tube 
detection and mixing, accommodating different 
user preferences.
Stable with pressure-mounted accessories to 
prevent slippage and splashing.
Brushless DC motor for high stability and 
maintenance-free operation.
Sturdy base ensures stability during operation 
for safety.
Includes various accessories for different sizes 
and types of tubes and plates.
Low noise for a quiet working environment.

Molecular Biology
Chemical Analysis
Pharmaceutical Research

Biotechnology
Clinical Laboratories

With advanced design concepts and manufacturing 
technology, the device features a sleek, streamlined, and 
aesthetically pleasing appearance. The digital interface 
provides real-time speed and time display, allowing 
users to easily set and monitor mixing parameters. Its 
stable vortex motion ensures uniform sample mixing, 
making it ideal for molecular biology, chemical analysis, 
and other scientific research fields.

MX-Pro
Speed

Display
Amplitude

Operating Modes
Time Range
Motor Type

Dimensions (L×W×H)
Weight

Power Supply
Input Voltage

Power Consumption

���-���� rpm
LCD

�.� mm
IR, Continuous
� s - �� min �� s

Brushless DC Motor
��� × ��� × ��� mm

�.� kg
���-��� V, ��/�� Hz

�� V
�� W

•

•

•

•

•

•

•

•

•

•

•

•

•
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Features
Specifications

Applications

Ambient Temperature & Humidity �-��°C, ��% RH
IP��Enclosure Protection
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Universal top plate，compatible with VT�.�.�-VT�.�.�� Tube Adapter
VT2.3 Cat. No.��������

Ampule/Tube Attachment，�pc ampule/tube（�.�mL-��mL）
VT2.4 Cat. No.��������

Top cup，Suitable for MX-Pro
VT2.1 Cat. No.��������

Top cup，Suitable for MX-S+
VT2.1 Cat. No.��������

Flat Rubber Sleeve (Standard)
VT2.2 Cat. No.��������

Snap-in Universal top plate，compatible with VT�.�.�-VT�.�.�� Tube Adapter

VT2.6 Cat. No.��������

Tube Adapter，�� holes ×�mLTest Tube
VT2.6.1 Cat. No.��������

Tube Adapter，�� holes ×�mLTest Tube
VT2.6.2 Cat. No.��������

Tube Adapter，�� holes ×�mLTest Tube
VT2.6.3 Cat. No.��������

Tube Adapter，� holes ×��mL Test Tube
VT2.6.4 Cat. No.��������

Tube Adapter，� holes×��mL Test Tube
VT2.6.5 Cat. No.��������

Horizontal Plastic Clamp，��×�.�mL Test Tube
VT 2.7.1 Cat. No.��������

Horizontal Plastic Clamp，��×��mL Test Tube
VT 2.7.2 Cat. No.��������*

Horizontal Plastic Clamp，�×��mL Test Tube
VT 2.7.3 Cat. No.��������*

Erlenmeyer flask attachment(���mL-���mL)，Operating speed: �~����rpm

VT2.5 Cat. No.��������

Microplate clamp，Suitable for workboards (full skirt PCR plates, cell culture plates, enzyme-linked immunosorbent assay plates, deep well plates, etc. Half skirt/no skirt PCR plates need to be used with rectangular foam, which is already included)

PS2.1 Cat. No.��������

Snap-in Microplate clamp,Suitable for workboards (full skirt PCR plates, cell culture plates, enzyme-linked immunosorbent assay plates, deep well plates, etc. Half skirt/no skirt PCR plates need to be used with rectangular foam, which is already included)

PS2.2 Cat. No.��������

Accessories of MX-S+&MX-Pro

Accessories of  MX-S+&MX-Pro （New）

*Material color may vary slightly during the initial launch phase. Please refer to the actual product.



Doming soon C���/

Features
•

•

•

•

•

•

•

•

•

•

DEP-600/DEP-300HC
Electrophoresis power supplies

We offer user-friendly and powerful electrophoresis power supplies for gel electrophoresis, blotting, 
and other demanding applications. The DEP series features an LCD touchscreen interface for easy 
programming and supports simultaneous use of four output sockets with three operating modes: 
constant voltage, constant current, and constant power.

LCD Touchscreen: Simple programming and progress tracking.
High Precision: Adjustable voltage, current, and power with automatic mode switching.
Real-time Data Recording: USB support for data analysis.
Easy Programming: Multi-step programs with tabular entry.
Stable Performance: Multi-CPU control ensures reliability.
Power Failure Recovery: ON/OFF setting based on experimental needs.
Low Current Maintenance: ON/OFF setting as needed.
Safety Protection and Alarm: Short-circuit protection, no-load protection, and a buzzer that 
can be set according to experimental needs.
Space-saving Design: Anti-slip grooves enable stacking multiple power supplies, saving lab 
space.
Multiple Outputs: Four sockets for simultaneous use of four electrophoresis units.



Applications
The DEP-��� power supply covers the broadest range of applications in the market, meeting the 
power needs of small vertical electrophoresis, high-throughput electrophoresis, and blotting. It 
supports applications such as SDS-PAGE, Native-PAGE, common protein, and DNA/RNA 
electrophoresis.

Specifications DEP-��� DEP-���HC
LCD touchscreen

�~���V
�~���mA
�~���W

Voltage (�V), Current (�mA), Power (�W)
�min ~ ��h��min

USB
� sets

���~���V/���~���V,��/��Hz
�℃~��℃，≤��%

���×���×���mm
�.��kg

Display

Voltage Range
Current Range
Power Range

Resolution
Time Setting Range

Interface
Output Sockets

Voltage
Operating Temperature and Humidity

Dimensions (L×W×H)
Weight

Doming soon C���/

Pop-up feet Anti-slip groove design

Real-time data recording Low-noise, High-efficiency cooling fan

Constant Voltage, Constant Current, Constant Power (continuously adjustable)

LCD touchscreen

�~���V
�~����mA

�~���W
Voltage (�V), Current (�mA), Power (�W)

�min ~ ��h��min
USB

� sets
���~���V,��/��Hz
�℃~��℃，≤��%

���×���×���mm
�.��kg

Constant Voltage, Constant Current, Constant Power (continuously adjustable)Output Types



This product is a device for vertical electrophoresis of a small amount of nucleic acid and 
protein samples
The integrated design of the glass plate and the gasket ensures no glue leakage
Can run two �.�×�.�cm gels at the same time
Special glue making device, simple and reliable operation
Silicone sealing pad, anti-aging and durable
Open the cover and cut off the power to ensure the safety of the experiment
The limit function of the upper cover ensures that the positive and negative electrodes will 
not be installed incorrectly
��.��% high-purity platinum electrode, the best electrical conductivity, anti-corrosion and 
aging
Equipped with a variety of thickness specifications rubber plate and sample comb to meet 
different experimental requirements
It can be used together with DL-ZY��

Features
•

•

•

•

•

•

•

•

•

•

DL-Mini01
Vertical electrophoresis tank (double plate) 
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Standard configuration

Technical Parameters

Gel area: �.�×�.�cm
Gel thickness: �.��, �.�, �.�mm (optional)
Option tooth number of sample comb: ��, ��
Glass size: short glass plate (��.�×�.�cm) ; long glass 
plate (��.�×�.�cm)

set
pc
set
pc
pc
pc
pc
pc
pc
pc
pc

�
�
�
�
�
�
�
�
�
�
�

Lid (power supply)  
Bottom tank

Electrode core
Gel glass thick plate
Gel Glass thin plate

��-well comb
��-well comb

Gel casing stand
Casing frame

Baffle
Gel Releaser

Name Unit Quantity
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The edge gasket is permanently fixed on the long glass plate to ensure the precise alignment of 
the glass plate and prevent glue leakage;
The cam-lock gel frame is easy to operate and can precisely align the glass plate on any plane;
Special plastic electrophoresis combs do not inhibit gel polymerization Built-in ridges avoid air 
contact;
Ensure uniform gel polymerization;
The long glass plate with edge gasket is thickened so that the glass plate is not easy to break;
The one-piece gel filling rack is arranged in parallel, and two gels can be observed at the same 
time;
SDS-PAGE electrophoresis time: �� minutes (���V constant voltage);
High-purity platinum electrode wire to achieve the best electrical conductivity;
The parameters and accessories of this product are fully compatible with imported similar 
products;
This product is compatible with DL-ZY�� for blot transfer;

Features
•

•

•

•

•

•

•

•

•

•

DL-MINI04
Vertical electrophoresis tank

Doming soon c���/



Standard configuration

Technical Parameters

Number of gels: �-� pieces
Gel thickness: �.��, �, �.�mm
Option tooth number of sample comb: ��, �� teeth
Glass size: short glass plate (��.�×�.�cm); long glass plate (��.�×�.�cm)
Gel size: hand-cast gel (�.�×�.�cm); precast gel (�.�×�.�cm)

Lid with cables
Bottom tank

Electrode main core
Electrode sub-core

Gel glass thick plate
Gel Glass thin plate

��-well comb
Gel casing stand

Casing frame
Single Gel Baffle

Gel Releaser

Set
pc
Set
Set
pc
pc
pc
pc
pc
pc
pc

�
�
�
�
�
�
�
�
�
�
�

Name Unit Quantity

Doming soon c���/

Prepare �.�mm thick gel by default



Technical Parameters
Transfer area: ���×��mm
Used together with DL-MINI��, ��
Equipped with a special bubble roller for easy 
removal of bubbles
Effective transfer gel area: ���×��mm

Lid with cables
Bottom tank
Transfer core

Gel Holder Cassette
Ice cooling unit

Blue cooling unit
Transfer Sponge Pad

Set
pc
Set
pc
pc
pc
pc

�
�
�
�
�
�
�
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DL-ZY02
Transfer electrophoresis tank

This product is suitable for fast and 
high-quality transfer of small protein 
gels
The tank body is made of highly 
transparent polycarbonate material, 
which is one-time injection molding, no 
leakage and impact resistance
Positive electrodes are separated by 
�cm to generate a strong electric field 
for efficient protein transfer
��.��% high-purity platinum electrode, 
better conductivity, corrosion 
resistance and aging
Multiple security designs to avoid 
security issues caused by improper 
operation
Built-in ice box or Blue cooling unit is 
optional to quickly absorb the heat 
generated during electrophoresis
Special open Gel Holder Cassette, easy 
to operate
Can transfer two ��*��mm gels at the 
same time

Features
•

•

•

•

•

•

•

•

Standard configuration

Name Unit Quantity
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Standard configuration

Technical Parameters
Effective transfer area: ���×��mm

For fast, high-quality transfer of small 
protein condensation fronts
The tank body is made of highly 
transparent polycarbonate material, 
which is one-time injection molding, no 
leakage and impact resistance
Two ��*��mm coagulation fronts can 
be transferred at the same time
The distance between positive and 
negative electrodes is �cm, generating 
a strong electric field for efficient 
protein transfer
��.��% high-purity platinum electrode, 
better conductivity, corrosion 
resistance and aging
Built-in blue cooling unit to quickly 
absorb the heat generated during 
electrophoresis
Special open Gel Holder Cassette, easy 
to operate
Equipped with a special bubble roller 
for easy removal of bubbles

Features
•

•

•

•

•

•

•

•

DL-ZY03
Transfer electrophoresis tank 

Lid with cables
Bottom tank
Transfer core

Gel Holder Cassette
Blue cooling unit

Transfer Sponge Pad

Set
pc
Set
pc
pc
pc

�
�
�
�
�
�

Name Unit Quantity
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Standard configuration

Technical Parameters
Effective transfer area: ���×��mm

For fast, high-quality transfer of small 
protein condensation fronts
The tank body is made of highly 
transparent polycarbonate material, 
which is one-time injection molding, no 
leakage and impact resistance
Four ��*��mm coagulation fronts can 
be transferred at the same time
The distance between positive and 
negative electrodes is �.�cm, 
generating a strong electric field for 
efficient protein transfer
��.��% high-purity platinum electrode, 
better conductivity, corrosion 
resistance and aging
Built-in blue cooling unit to quickly 
absorb the heat generated during 
electrophoresis
Special open Gel Holder Cassette, easy 
to operate
Equipped with a special bubble roller 
for easy removal of bubbles

Features
•

•

•

•

•

•

•

•

DL-ZY04
Transfer electrophoresis tank

Lid with cables
Bottom tank
Transfer core

Gel Holder Cassette
Blue cooling unit

Transfer Sponge Pad

Set
pc
Set
pc
pc
pc

�
�
�
�
�
�

Name Unit Quantity



Standard configuration

Technical Parameters
Gel size: (W×L) : ��×��mm
Sample comb: �.�/�.�mm �/��wells
Buffer volume: ���mL

Suitable for rapid separation, 
identification, preparation of DNA, and 
determination of its molecular weight
Polycarbonate injection molding, no 
leakage
The heat dissipation hole design on the 
upper cover effectively prevents 
condensation of water vapor
Dedicated telescopic elastic glue 
maker, ensuring cleanliness and no 
glue leakage
Limit function, effectively preventing 
reverse installation of positive and 
negative electrodes
Detachable electrodes for easy 
replacement and maintenance
��.��% high-purity platinum electrode, 
the best conductivity, anti-aging

Features
•

•

•

•

•

•

•

DL-SUB01
Horizontal Electrophoresis Tank

Lid with cables
Body tank with electrodes

Gel box
Gel tray

�.�mm thickness � wells comb
�.�mm thickness �� wells comb 
�.�mm thickness � wells comb  

set
set
pc 
pc 
pc 
pc 
pc  

�
�
�
�
�
�
�

Name Unit Quantity
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Standard configuration

Technical Parameters
Gel area:
Large gel: ���×��� mm;
Wide gel: ���×�� mm;
Long gel: ��×��� mm;
Small gel: ��×�� mm.
Number of sample combs: �, �, �, �, ��, ��, ��, ��.
Buffer volume: ���mL.

Suitable for rapid separation, 
identification, preparation of DAN, and 
determination of its molecular weight
Polycarbonate injection molding, no 
leakage
Four different sizes of gels can be 
made, and two types of gel makers are 
optional
Limit function to prevent reverse 
installation of positive and negative 
electrodes
Detachable electrodes for easy 
replacement and maintenance
��.��% high-purity platinum electrode, 
the best conductivity, anti-aging
The large glue and the small glue box 
are designed as one front and back, the 
big glue can hold up to four rows of 
combs at a time
Fluorescent ruler on the bottom of the 
tray

Features
•

•

•

•

•

•

•

•

DL-SUB02
Multi-functional Horizontal Electrophoresis Tank 

Lid with cables
Body tank with electrodes

Gel box
Large gel tray（���Ｘ���）
Wide gel tray（���Ｘ��）
Long gel tray（��Ｘ���）
Small gel tray（��Ｘ��）
Sample comb: �+� well

Sample comb: �+�� well
Sample comb: �+�� well 
Sample comb: ��+�� well

set
set

 piece
piece
piece
piece
piece
piece
piece
piece
piece

�
�
�
�
�
�
�
�
�
�
�

Name Unit Quantity
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Standard configuration

Technical Parameters
Gel size (WＸL): ���Ｘ���mm、���Ｘ���mm
Sample comb: �.�mm ��、��、�� wells
                               �.�mm ��-well
Buffer volume: ���mL

Suitable for nucleic acid 
electrophoresis, separation and 
identification of DNA and 
determination of its molecular weight
Polycarbonate high-strength 
transparent plastic injection molding, 
no leakage, impact resistance
Professional shielding blue light 
clamshell design, open the cover can 
effectively dissipate heat
The bottom level adjustment knob can 
adjust the level of the electrophoresis 
tank
Two different gel sizes, meet the needs 
of general and high-throughput 
electrophoresis
The front and back design of the gel 
box, can save space
The background strip at the bottom of 
the tray is more conducive to observing 
sample loading
��.��% high-purity platinum electrode, 
the best conductivity

Features
•

•

•

•

•

•

•

•

DL-SUB03
Multi-functional Horizontal Electrophoresis Tank

Lid with cables
Body tank with electrodes

Gel box
Large gel tray（���Ｘ���）
Small gel tray（���Ｘ���） 

�.�mm thickness �� wells comb
�.�mm thickness �� wells comb
�.�mm thickness �� wells comb
�.�mm thickness �� wells comb

set
set
 pc
pc
pc
pc
pc
pc
pc

�
�
�
�
�
�
�
�
�

Name Unit Quantity
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•

•

•

•

•

•

•

•

•

•

Thermal Control Series / ��Dry Bath / ��Thermo Mix / ��Thermal Cyclers / ��

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

Centrifuges Mixing

01

UV-visible spectrophotometer / ���•
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•

•

•

•
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DLAB Liquid Handling range includes Micropipettes (Electronic Pipettes & Mechanical Pipettes), Pipette Filler, Pipette Controller and Stepper.
List of DLAB models:

Series Image Model Application
Operation 

Method
Volume 
Range

Channel
Option

Autoclavable Page

p.�HiPette Aqueous solution

Electronic

Mechanical

�.�-����μL

�.�-����μL

�.�-���mL

�.�-���mL

�.�-���mL

�-��mL

�.�-��mL

�.�-�����μL YES

YES

NO

NO

NO

YES（lower part）

YES（lower part）

YES（silicon adapter&nozzle）

YES（silicon adapter&nozzle）

YES（silicon adapter&nozzle）

Single channel

Single ChannelAdj.

Single channel

Single channel

Single channel

Single channel

Single channel

Single ChannelFixed

Single ChannelAdj. & Fixed;
� Channel Adj.;�� Channel Adj.;

Single ChannelAdj.
� ChannelAdj.

�.�-���μL
 �.�-����μL

��-���μL

�.�-���μL

Mechanical

Mechanical

Mechanical

Mechanical

Mechanical

Electronic

Electronic

Electronic

Aqueous solution

Aqueous solution

Aqueous solution

Aqueous solution

Aqueous solution

Aqueous solution

Aqueous solution

Aqueous solution

Aqueous solution, high viscosity or volatile solution

Mechanical

 Pipette

Electronic 

Pipette

Pipette Filler

Pipette 

Controller

Pipette Pump

Stepper

MicroPette Plus

dPette+

dPette

MiniPette

Levo E

StepMate

Levo Plus

Levo Me

Levo

p.�

p.��

p.��

p.��

p.��

p.��

p.��

p.��

p.��
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In addition to Pipettes, Liquid Handling series also include various Dispensers, Electronic Burette and Vacuum Aspiration System, which are used for the pipetting, dispensing, and collection of reagents with a wider range.
List of DLAB models:

Product 
Name

Bottle-Top 
Dispenser

New Bottle-Top 
Dispenser

Electronic 
Bottle-Top 
Dispenser

Electronic 
Burette

Vacuum 
Aspiration 

System

Economical 
Vacuum 
Aspirator

Bench top
compact
vacuum

aspirator

Model

Application

Operation

Volume 

Range

Reagent 

Recovery 

Function

Features

Fully 

autoclavable

Accessories

Page

DispensMate DispensMate-Pro dFlow dTrite SafeVac

Reagent pipetting and liquid dispensing
Liquid collection and storage treatment, including cell culture medium, suspension, supernatant.

Used in titration operations in chemical analysis, food industry, environmental analysis

EcoVac Smart VAC

Manual Manual Electronic Electronic Electronic Electronic Electronic

NO Yes Yes Yes NO NO NO

P.�� P.�� P.�� P.�� P.�� P.�� P.��

- -Pro Glass piston (Part volume) - - Sensitive level sensor,Self-closing connector
�L bottle optional,Switch manual and continuous aspiration

Optional���mL bottle andfiltration flask

The part wherethe liquid flowsThe part where the liquid flows Whole - -

-

The part where the liquid flows The part where the liquid flows

Screw adapter Screw adapter Spiral dispensing pipe Spiral dispensing pipe Handle adapter Handle adapter

�.�-�mL
�.�-��mL
�.�-��mL
�.�-��mL

�.�-�mL
�.�-��mL
�.�-��mL
�.�-��mL
��-���mL

�.�-��.�mL  �.��-��.��mL Vacuum range:�-���mbarBottle volume:�L
Vacuum range:�-���mbarBottle volume:�L

Vacuum level ���mbar; Collection bottle volume: �L

The product features for the aspiration and processing of liquids including cell culture media, suspensions, and supernatants.



HiPette
Fully Autoclavable Mechanical Pipette

The DLAB new generation fully autoclavable mechanical pipette has the best ergonomic design and ultralight weight. It has been designed keeping in mind the human form and human factors to offer smooth and effortless ergonomic pipetting experience. It is UV sterilisable and resistant to strong chemical corrosion. In addition, the volume lock helps protect from volume changing accidentally , and achieve reliable pipetting of smallest volume of liquids.
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Ultra-light ergonomic design

Accurate pipetting

Complete sterilization

Smooth, Low Force, Effortless Button

One Key Volume 

Lock Setting

Smooth Knob Adjustment 

Ergonomic Design

Volume Display Window

Simple Disassembly

Filter Element

Light and smooth volume adjustment

Comfortable & Effortless, Precise & Accurate

New �-digit volume display

Pull up thelock wheel toset the volume

Push down thelock wheel tolock the volume

Easy routine maintenance

Reduces volatile liquids entry into the pipette body; helps avoid liquid back-flow caused by improper operation and thus prevents piston corrosion and contamination

Light weight and light pipetting force with soft range adjustmentand piston movement offerseffortless &fatigue-less pipettingexperience.

Special material and the updatedcomponents & technologies effectively reduces the operatingforce for accuracy, precision andreliability.

The best in class pipette materialused is fully autoclavable. It givesbetter protection against chemical& physical corrosion, and offersenhanced UV resistance for higherdurability.

iquid HandlingL��/

Different colors of colored hats 

provide a rich choice of models, 

different ranges are easy to 

distinguish
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Specifications
SINGLE-CHANNEL ADJUSTABLE VOLUME PIPETTES（�� MODELS, COVERING �.�μL~��mL.）

% μL μLμLμLμL % 

Volume Range 

 

Increment  Test Volume Random ErrorSystematic Error

 User calibration should refer to the industrial standard ISO����-�.
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MicroPette Plus
Fully Autoclavable Mechanical Pipette

The MicroPette Plus pipette is fully autoclavable, being able to withstand 
temperatures of ���℃ and pressure of �ATM, and does not need to be pre-treated 
prior. Following the autoclave cycle, a �� hour cooling and drying period ensures 
that the high performance of the MicroPette Plus is retained. It is recommended the 
piston and rubber seals be greased after every �� cycles of autoclaving.
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•

•

•

•

•

•

•

•

•

Features

Push button(thumb button)

Cap

Tip ejector

Handle

Push button rod

Grip cover

Display cover

Tip ejector collar

Tip cone

���oC
FULLYAutoclavable

Available as Fixed Volume and Adjustable Volume formats
Streamlined shape design
Comprehensive volume range from �.�μL to ��mL
Easy calibration and maintenance
� and �� channel pipette options
Dispensing head rotates for effortless pipetting convenience
Individual piston and tip cone assembly
Spring loaded tip cones for easy cleaning and maintenance
Compound material-made tip cone secures high sealing performance
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Mechanical Pipette Volume Selection
Specifications
This volume list is for MicroPette and MicroPette plus (Adjustable and Fixed volume) 

  User calibration should refer to the industrial standard ISO����-�.

Do not apply to MicroPette plus 

Coming soon
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±�.�
±�.�
±�.�
±�.�
±�.�
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±�.��
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±�.�
±�.�
±�.�
±�.�
±�.�
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±��
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±��
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±�.��
±�.��
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±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��

±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��

����-�����

*����-�����

Single-channel Adjustable Volume Pipettes

Error limits in accordance with ISO8655-2

Systematic Error Random Error
Volume Range Increment Test Volume
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*

�.�-��

�-��

��-���

��-���

���-����

�.�

�.�

�

�

��

����������������������������������

±�.��±�.���±�.��±�.�±�.���±�.��±�.�±�.�±�.�±�.�±�.�±�.��±��±��±�

±�.��±�.���±�.��±�.��±�.��±�.�±�.�±�.�±�.�±�.��±�.��±�.�±�±�.�±�

±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��

±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��

DLAB specifications are used as guidelines and the user calibration should refer to the industrial standard ISO ����

8-channel Adjustable Volume Pipettes

Systematic Error Random ErrorVolume Range Increment Test Volume

�.�-��

�-��

��-���

��-���

�.�

�.�

�

�

������������������������

±�.��±�.���±�.��±�.�±�.���±�.��±�.�±�.�±�.�±�.�±�.�±�.��

±�.��±�.���±�.��±�.��±�.��±�.�±�.�±�.�±�.�±�.��±�.��±�.�

±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��

±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��±�.��

12-channel Adjustable Volume Pipettes

Systematic Error Random ErrorVolume Range Increment Test Volume

���������������������������������

���������������������������������

-
-
-
-
-
-
-
-
-
-
-
-

±�.���±�.��±�.��±�.���±�.��±�.�±�.�±�.�±�.�±�.�±�.�±��

±�.��±�.��±�.�±�.���±�.��±�.�±�.�±�.�±�.�±�.�±�.�±�.�

±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�

±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.�±�.��±�.��

Fixed Volume Pipettes

Systematic Error Random Error

%μL μLμL - μL

μL μL μL

%

%μL μL %

μL μL μL %μL μL %

Volume Range Increment Test Volume



Function Wheel

Motor Driven Digital Control

360° Rotation

Ingenious Curved Ejector

 

Parameter Knob

Easy Operation

Ergonomic Design

Convenient and Versatile

Dual charging modes

   

 

Switch different functions pipetting, dispensingand mixing.

Rotatable forconvenient handling

The tips fit optimallywithout any extra force

Set and confirm all parameters.

Intuitive interface for setting functions and parameters.

Low operation forces for complete work, which is exceptionally fatigue-free.

Use of USB charger or the charging stand to ensure uninterrupted use.

���° pipetting. Double knobs for simple and versatile control. Easy loading tip cones offers smooth and leak free operation.

dPette+
Multi-functional 8-channel Electronic Pipette
DLAB multi-functional high performance �-channel electronic pipette offers productive pipetting with its easy to understand operations. Its uniquely lightweight streamlined design ensures an effortless transfer of multiple samples with an increased throughput and data reproducibility.

Three easy steps to operate dPette+

Long press the Parameter Knob for 
� seconds to Start

� � �
Rotate the knob back and forth 
quickly to Switch 
Pipetting,Continuous Dispensing, and 
other Function Settings

Quickly turn the Parameter Knob to 
unlock it, turn it to adjust the parameter 
such as volume, press it to pipette, long 
press it to mix

•

•

•

•

iquid HandlingL��/



Pipetting function

Parameter Knob press           Pipetting，
Long press            Mixing

Stepper function

Maximum steps = Pipette nominal volume / 
One step dispensing volume

Pipetting volume One-step

dispensing volume

Sample numbers

��� μL×�

Aspirate

Dispense

Other function

Pipetting speed adjustment
Key tone ON/OFF

Three 
speed 

adjustable

Supports dual charging mode

Support automatic Calibration

�.�-��

��-���

��-���

��-���

�

�

�

�

�.��

�.�

�

�

Systematic Error Random Error

%μLμLμLμL %μL
Volume Range Increment Test Volume

��
�
�

���
��
��

���
���
��

���
���
��

±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��

±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��

±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��

±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��

Specifications

* DLAB specifications are used as guidelines and the user calibration should refer to the industrial standard ISO ����.

Contact Charging

Connect it to the computer, with the free software provided for calibration

Channels

USB Charging

Complimentary Pipette Holder

iquid HandlingL��/
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Diluting Mode
Stepper Mode

Pipetting Mode

Buzzer & Settings

Indicator
Power

Unit

Volume Range Parameter

Battery Indicator

Parameter Knob

Display

Function Wheel

Pipette Tip cone

ELECTRONIC P I P E T T E

dPette is an innovative Electronic Pipette developed by DLAB. It combines manual pipette features, as 
ergonomics and lightweight, with electronic pipette features, such as labor-saving and high accuracy, offering 
new pipetting experience to users.



iquid HandlingL��/

dPette+
Multi functional Electronic PipettedPette
Simple Electronic Pipette

 

* DLAB specifications are used as guidelines and the user calibration should refer to the industrial standard ISO ����

Specifications

Channels
Volume Range Increment Test Volume Systematic Error Random Error

μLμLμL μL % μL %

� �.�-�� �.��
��
�
�

��
��
�

���
���
��

����
���
���

±�.��
±�.��
±�.��
±�.��
±�.��

±�.���
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��

±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��

±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��

±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��
±�.��

� �-�� �.�

� ��-��� �

� ���-���� �

Motor driven digitally control pipette with multifunctions
Easy Operations and Handling
Intuitive menu interface settings: functions and operations
Minimal force  for  pipetting operation
High performance  ensuring accuracy & repeatability
� buttons for all operational settings
Adjustable speed for aspiration and dispensing
Li-ion battery enable longer operation time
Convenient and Versatile
Self-calibration applicable

Features
•

•

•

•

•

•

•

•

•

•

dPette+ dPetteFor Pipetting, Mixing, Stepper and Dilution
For Pipettingand Mixing



Ergonomic fast pipetting solution with

accurate speed control

Levo Plus
Pipette Filler

Features
Intuitive and convenient speed with � levels
Lightweight pipette filler compatible with glass or plastic serological pipettes (�.� -���mL)
Ergonomic design for fatigue-free and effective streamlined pipetting
LCD screen displays battery status and pipetting speed
Quiet and powerful motor and pump fills ��mL pipette in less than � seconds
Long-lasting lithium-ion battery

iquid HandlingL��/
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Aspiration button

Operating button for motor 

and gravity dispensing

Select pipetting speed by pressing⬆ /⬇ button
Large LCD display for low battery warning and speed settings

Hydrophobic filter �.��μm

Silicone adapter for �.�-���mL pipette tip, fully autoclavable

Specifications

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

Aspiration Speed
Dispensing Speed

Battery
Battery Service Life

Charging Time
Pipette Types

Filter
Weight

��mL<�s (� Level)
Motor/Gravity

Replaceable lithium battery
More than �� Hours of Intermittence Use

�-� Hours
Glass or Plastic Pipette (�.�-���mL), Pasteur Pipettes

�.��μm Hydrophobic
���g



Pipette Filler

Features

Levo ME 

Elegant design & reliable performance, with long-life battery

Specifications

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

Aspiration Speed
Dispensing Speed

Battery

��mL<�s
Motor/Gravity

Lithium-ion
More than � Hoursof Intermittence UseBattery Service Life

Charging Time
Pipette Types

Filter
Weight

�-� Hours
Glass or Plastic Pipette (�.�-���mL), Pasteur Pipettes

�.��μm Hydrophobic
���g

Enables single-handed operation with 
minimum effort
Speed adjustment simply with finger tips
Individually set aspiration (upper button) and dispensing
(lower button) speeds
Compatible with glass or plastic serological pipettes(�.�- 
���mL)
�.��μm replaceable hydrophobic filter
High capacity Li-ion battery enables long opperation time

iquid HandlingL��/
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Levo 
Pipette Controller

Levo pipetting is easy and effortless :

Features
Reduce hands-on time .
Can realize the midway refill .
Drip by drip drainage, precise control .
Add the last drop of liquid discharge button
Compatible with glass or plastic serological pipettes 
(�.� - ���mL).
�μm replaceable hydrophobic filter.
Fast suction, can absorb ��mL liquid in � secs. 
Humanized functional design, ���g ultra-light texture.
Simple and sensitive liquid level regulation. 
Five color designs: blue, green, red, yellow, North 
Carolina blue, easy to distinguish between 
different applications.

Compress the suction bellows before attaching the pipette

Button to expel residual liquid whenusing blow-out pipette
Aspiration and dispensing comfortably achieved with a sensitive lever

�μm replaceable Hydrophobic filter

Silicone adapter for �.�-���mL pipette tip, fully autoclavable

•

•

•

•

•

•

•

•

•

•

Manufacturing negative pressure: 
Squeeze the ball to suck the liquid.

The filling rate can be adjusted continuously with the help of the operating rod.
Press the operating lever to drain the liquid. The unique valve system ensures that the accuracy of the instrument is not affected by the drainage speed.

When it is necessary to blow out the liquid, when the concave surface reaches the nozzle, press the blow out ball.

Inhale: Drainage: Blowout function: 
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Features
Volume capacity �mL, �mL,��mL and 
��mL
Colour-coded by volume with Blue, 
yellow, green and red
Thumb wheel guarantees precise 
operation
Resistant to acids and alkalis
Easy for cleaning and maintenance

Levo E 
Pipette Pump

Ergonomic design, compact body, with easy operation;
Easy to press, consistent with standard manual pipettes in 
operating habits;
Multiple optional volume from �� to ���ul, marked with 
different colors;
Compatible with the standard ���ul/���ul tips;
Accurate pipetting and reliable quality;
Support customization；

Mini Pipette is specially customized for fast pipetting 
with fixed volume and it is the first choice for IVD assay 
kit accessory. Ultra-light body, precise pipetting, smooth 
aspiration and dispensing bring an easier pipetting 
experience to customers.

Mini Pipette

•

•

•

•

•

•

•

•

•

•

•

Light Green
��μL

Grey
��μL

Dark Green
��μL

Yellow
��μL

Orange
��μL

Grayish green
���μL

Blue
���μL

Red
��μL

Gray
��μL

Other
OEM

Dark Green
��

Orange
��

Red
��

Light Blue
��

Blue
���

Purple
���

Gray
���

Other
OEM

—
—

—
—

Color

Color
Mini Pipette

NewMini Pipette

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

Standard style

New style

Designed for single-handed 
operation, Pipette Pump identifies 
itself with a thumbwheel, allowing 
precise aspiration or dispensing. 
The feature of side lever enables
complete liquid dispensing, without 
a droplet remaining.



   

StepMate
Stepper
Positive-displacement, continuously adjustable, repetitive dispenser

 

 

Volume selection dial

Optimized for smooth dispensing ofeven the smallest volumes

Slide upwards to fillthe dispenser tip

Stop lever to secure
the dispenser tip

Dispenser tip Nominal Volume
Dispensing Volume per Step

Features

Applications

How to select dispensing volume

Slim, light and robust
Wide dispensing volume from ��μL to �mL
Up to �� dispensing steps in succession
Equipped with durable dispenser tip stop 
lever
Fits different sizes of disposable 
polypropylene dispenser tips from �.�mL 
to ��mL

Ideal for any application requiring 
repetitive dispensing in the clinical, 
biological, chemical, food and beverage, 
pharmaceutical industry.

Find the required dispensing volume in the 
table.
Use the volume selection dial to set the 
required volume. 
Select and insert a suitable dispenser tip.
Follow the maximum dispensing steps as 
stated.��μL

��μL
��μL

���μL
���μL
���μL

����μL

��μL
��μL

���μL
���μL
���μL

����μL
����μL

��μL
��μL

���μL
���μL
���μL

����μL
����μL

��μL
���μL
���μL
���μL

����μL
����μL
����μL

��μL
���μL
���μL
���μL

����μL
����μL
����μL

�.�mL
�.��mL
�.��mL
�.��mL

��.��mL
��.��mL
��.��mL

Steps

Sel.Tips

��

� � � � �

�� �� �� �

iquid HandlingL��/



iquid HandlingL��/

DLAB dispenser tips are convenient for viscous or foaming solutions, volatile liquids and applications where repetitive dispensing of volumes in long series is required The dispenser tips are made from high quality materials without soft lubricants or other additives.

Note: The first and last dispensing liquid should be discarded for precision.

Cat. No.

Number of steps
Dial setting

dispenser tipvolume Dispensing volume per step Systematic Error RandomError
% %

Description

��������

��������

��������

��������

��������

��������

��������

�.�mL, piston PE-HD, cylinder PP, 
� packing, � pcs/packing

�.��mL, piston PE-HD, cylinder PP, 
� packing, � pcs/packing

�.�mL, piston PE-HD, cylinder PP,
� packing, � pcs/packing

�mL, piston PE-HD, cylinder PP, 
� packing, � pcs/packing

��.�mL, piston PE-HD, cylinder PP, 
� packing, � pcs/packing

��mL, piston PE-HD, cylinder PP, � packing, �pcs/packing with � pc adapter
��mL, piston PE-HD, cylinder PP, � packing, �pcs/packing with � pc adapter

�.��

�.��

�.��

�.��

��.��

��.��

��.��

��

��

��

���

���

���

����

��

��

���

���

���

����

����

��

��

���

���

���

����

����

��

���

���

���

����

����

����

��

���

���

���

����

����

����

± �.�

± �.�

± �.�

± �.�

± �.�

± �.�

± �.�

≤ �.�

≤ �.�

≤ �.�

≤ �.�

≤ �.�

≤ �.�

≤ �.�

� � � � �

�� �� �� �� �

Specifications

Precision Dispenser Tip

mL μL
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dTrite 
Electronic Burette 
Digital Burette - dTrite provides accurate, precise and convenient bottle-top titration with optimum operator safety.It combines both magnetic stirrer and Burette functions , making it easier for the user to achieve reproducible results in the field of analytical chemistry, food industry, water analysis etc.

Features
High quality motor with excellent precision 
and accuracy
Electronic control provides fatigue-free 
operation
Remote control panel prevents manual 
disturbance during operation
Built-in magnetic stirrer for a complete and 
easy operation
Large LCD display parameters

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

Specifications
Volume Range

Volume Accuracy
Speed

Operating Temperature Range
Quality Control

Control Type

�.��mL-��.��mL, Max piston lift is ��mL, resolution is ��μL
R=�.�% CV=�.��%

�� Levels
 ��℃-��℃

DIN EN ISO ����
External control, including the stirrer and the burette program

•

•

•

•

•

Notice: R：Relative error；CV：coefficient of variation.*



dFlow 
Electronic Bottle-Top 

Dispenser
Error-free, easy to use, motorized solution

Features
Motor controlled digital,fatigue free operation
High quality stepper motor provides smooth 
and accurate dispensing
Adjustable aspiration and dispensing speed
Reagent recovery feature minimizes waste
TFT display module for simple volume selection 
and control
Two operation modes:continuous dispenser or 
stepper

Ideal for safe, accurate and precise dispensing of 
bases, saline solutions, acids and some organic 
solvents.

Applications

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

Specifications
Volume Range

Speed
Operating Temperature Range

Quality Control
Control Type

�.�-��.�mL, Max piston lift is ��mL, resolution is ���μL

�� Levels
��℃-��℃

DIN EN ISO ����
External control

Dispenser: R = �.�%; CV = �.�%
Stepper: R = �.�%; CV = �.�%Volume Accuracy

Notice: R：Relative error；CV：coefficient of variation.*
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DispensMate-Pro 
Premium Bottle-Top Dispenser
Designed for safe, sturdy & stable dispensing directly from the bottle in the range of volumes up to ��� mL

Features
High chemical compatibility with use of inert 
materials and glass/PTFE piston
Easy to disassemble and clean for periodic 
maintenance
Fully autoclavable at ���°C to ensure sterility
Available in � dispensing volume ranges from 
�.�mL to ���mL
Supplied with most popular adapters (S��, GL��, 
GL��, GL��, GL��)

Fast, precise, and reproducible volume locking 
mechanism on a clear scale
Reagent recovery function reduces reagent waste 
and prevents dripping when not in use
� adapters to comfortably fit most laboratory 
reagent bottles
Adjustable aspirating tube for different bottle heights

Specifications

����������
����������
����������
����������

���������� �.�-�
�.�-��
�.�-��
�.�-��
��-���

�.�
�.�
�.�
�.�
�.�

±��
±��

±���
±���
±���

±��
±��
±��

±���
±���

±�.�
±�.�
±�.�
±�.�
±�.�

±�.�
±�.�
±�.�
±�.�
±�.�

Systematic Error Random Error

%μLmL mL %μL

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Cat. No. ��������

GL��,
Adapter,��/��mm

GL��,
Adapter,��/��mm

GL��,
Adapter,��/��mm

GL��,
Adapter,��/��mm

S��, 
Adapter,��/��mm

Reagent 
Bottle (Brown, 

�L)

�������� �������� �������� �������� ��������

Filling
tubecombination

��������
Discharge

tube(m)（adapter ��mL、
��mL、���mL）

��������
Discharge 

tube(m)（adapter �mL、
��mL）

��������
Dischargetubecombination（adapter ��mL、

��mL、���mL）

��������
Discharge

tube
combination

（adapter �mL、��mL）

��������

Volume Range Graduation
Cat. No.

�

�

�

�

�

�

�

�

•

•

•

•

•

Accessories
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DispensMate
Bottle-Top Dispenser
For safer and more efficient way to handle chemicals

Features

Applications

Excellent chemical resistance, Inert and high strength components made 
of PTFE, FEP, BSG, PP
Fully autoclavable at ���℃ (only liquid accessible parts)
Available in � dispensing volume ranges from �.�mL to ��mL
Easy to disassemble and clean for periodic maintenance 
Supplied with most popular adapters (S��, GL��, GL��, GL��, GL��)

DLAB bottle-top dispensers offer high precision and accuracy with ISO ���� 
conformed calibration for use in areas such as pharmacology, 
biotechnology, healthcare, food and beverage, chemistry, environmental 
monitoring and academy&research.

Easy-to-use volume adjustment
Smooth piston design provides effortless dispensing experience
Easy-to-use closure cap protects user from exposure to reagent
Adapters to comfortably fit most laboratory reagent bottles

Specifications

����������
����������
����������

����������  �.�-�
�.�-��
�.�-��
�.�-��

�.�
�.�
�.�
�.�

±��
±��

±���
±���

±��
±��
±��

±���

±�.�
±�.�
±�.�
±�.�

±�.�
±�.�
±�.�
±�.�

Systematic Error Random ErrorVolume Range Graduation
Cat. No.

�
�
�
�

�

�

�

�

%μLmL mL %μL

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Cat. No. ��������

GL��,
Adapter,
��/��mm

GL��,
Adapter,
��/��mm

GL��,
Adapter,
��/��mm

GL��,
Adapter,
��/��mm

S��,
 Adapter,
��/��mm

Reagent
Bottle

 (Brown, �L)

�������� �������� �������� �������� ��������

Filling
tube

（m）

��������

Discharge 
tube(m)

��������

GL��,
adapter,

��mm

��������
Dischargetubecombination（adapter

��mL、��mL）

��������
Discharge

tube
combination

（adapter �mL、
��mL）

��������

Accessories



Compact, user-friendly design
Level detection system prevents bottle 
overfill
Control knob for vacuum setting
The parts in contact with liquids are 
autoclavable
Easy to disassemble and clean
Ideal tool to avoid lab air 
contamination and protect personnel 
safety
Adjustable vacuum level with indicator 
light is designed for various applications

For laboratory waste recovery and 
separation of liquid and solid. 
It can be widely used in cell culture, DNA 
extraction, microplate waste removal, 
and any other liquid separation or 
recovery.
Best replacement for the common 
vacuum pump, for all kinds of waste 
liquid recovery, especially biological, 
chemical and radioactive liquids.

Self-closing connectors toavoid escape of drops oraerosols from disconnected bottle

Stand for transferring thebottle securely and holdingthe hand operatorFeatures

Applications

Sensitive level sensor toprevent liquid overflow

SafeVac
Vacuum-Controlled Aspiration System
Safe and efficient system for labs handling critical or biologicalliquid waste.

•

•

•

•

•

•

•

vacuum levelindicator light
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